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PM Melamine Faced Boards / HPL / Elements / Lacquered boards 

© Copyright Pfleiderer Deutschland GmbH 
This information has been compiled with the greatest care. Nevertheless we can assume no liability for the correctness, completeness and up-to-dateness of this information. Colour deviations caused by the printing technology are possible. In view of the ongoing further development and adaptation of 
our products, possible amendments to the relevant standards, laws and regulations, our technical data sheets and product documentation expressly do not constitute a legally binding assurance of the properties described there. In particular no guarantee of suitability for a concrete application can be 
derived. It is therefore the personal responsibility of the individual user in all cases to check the processing and suitability of the products described in this document for the intended application in advance, and to take into consideration the legal framework and the respective state-of-the-art. We 
furthermore expressly draw attention to the applicability of our General Terms and Conditions. You can find our general terms and conditions on our webpage: www.pfleiderer.com 

Melamine faced boards Compact laminates HPL bonded boards High-pressure laminates (HPL)

Factory Gütersloh, Leutkirch, Neumarkt Leutkirch Leutkirch Leutkirch
Arnsberg

(enquiries regarding cuts via SPR)

Cutting

Cut sizes

(length x width)

min.  300 x 220 mm 

from full format:

 Leutkirch: 5,600 x 2,100 mm 

Gütersloh/Neumarkt: 5,310 x 2,100 mm

min.  2,050 mm x  45 mm

from full format:

 5,300 x 1,300 / 4,100 x 1,300 / 3,050 x 1,300 mm

Cutting Format Tolerances 

(length x width)

8 - 38 mm 4 - 15 mm 9.2 - 40.4 mm 0.6 - 2 mm 0.6 - 1.2 mm

Thickness tolerances

± 0.3 mm for class 1,2

+ 0.5 / 0.3 mm for class 3A, 3B, 4 and 

glossy surfaces

4 mm – ± 0,3 mm

5 - 6 mm –  ± 0,4 mm

8 - 10 mm –  ± 0,5 mm

12 - 15 mm–  ± 0,6 mm 

± 0,5 mm

Edge straightness / max. 1.5 mm/m ± 0.5 mm/m

Edge breakouts ≤ 10 mm / /

Squareness / max. 1.5 mm/m ≤ 2 mm/m

Minimum quantities

Package formation

one package per format

stacking height approx. 240 mm Material height plus pallet height

on pallet without protective plate and squared timber, strapped with plastic strap (crosswise)

Foil wrapping / generally for compact laminates / / by means of stretch film, protection against splashing water

Special packing

Product exceptions
DecoBoard Individual Motiv

DecoBoard Real Metal

Duropal HPL Compact Individual Motiv

Duropal flameprotect compact 

Duropal flameprotect compact IMO

Duropal Element Individual Motiv

Duropal Element Real Metal

Duropal Element Magnet

Duropal HPL Individual Motiv

Duropal HPL Real Metal 

Duropal HPL Magnet

/

only industrial rough cuts, 

no finished cuts (e.g. for edging / right-angled cutting)

min. 300 x 220 mm

from full format:

5,600 x 2,070 mm

Thickness
deviations via request

applicable minimum quantities on request

max. 4 different dimensions per package

stacking height approx. 1,400 mm (due to truck or wagon height)

protection plate (bottom), squared timber 80 - 100 mm (bottom) and strapping with plastic strap (lengthwise and crosswise)

packaging agreement between customer and Pfleiderer

0,6 mm – ± 0,1 mm

0,8 mm – ± 0,1 mm

1,2 mm – ± 0,15 mm

max. 1.5 mm/m

max. 1.5 mm/m

/

for cutting, an additional + 3.0 mm needs to be added to the customer-specific final format on all four edges


